FFPIERRE GUERIN

AN EQUANS COMPANY

PE — SAMPLING SYSTEMS
a complete range for your
tgnk sampling needs




PIERRE GUERIN can equip your food, cosmetics or pharmaceutical tanks with its sampling
systems for quality and/or bacteriological controls.
We offer 4 different flush-mounted sanitary models :

o profiled membrane for easy sterile sampling (PEM)

e insert cock (PER)

o sampling valve with manual plug, sterilizable-in-place (PES)

e with PTFE plug pneumatic sampling valve (PEC)

PEM - Profiled membrane sampling device

Technical features

o stainless steel 1.4404 (316L)

e interchangeable profiled membrane designed for easy perforating by needle.
Max. temperature: 80°C

e retaining cap held by a stainless steel chain.

User benefits

@ Welding base @ 65 @ 65 A 22.5 1]
@ A drainging @15 @315 D7 % T
Perforated membrane 5holes 17 holes I hole L
L
Pressure Vacuum Atmospheric  |Vacuum / Atmospheric
Codes 1901251 1901170 196 7700

Flush mounting

Sampling by syringe (syringe not supplied)

Fully removable (the flat on the cap serves as a tool)

The airtight cap, enclosing an alcohol-saturated pad ensures perfect sterility between
two consecutive samples




PER - Sampling system — Insert cock

Technical features

Stainless steel 1.4404 (316L)
PTFE needle

Max. temperature: 100°C
Codes:

- Plainend @ 14 - 1900928

- SMS male part with cap - 1985336.

User benefits

e Flush mounting
e Completely removable
e Minimal size

PES - Manual plug sampling valve

Technical features

Stainless steel 1.4404 (316L)
Draining diameter @ 8

Viton gasket

Max. temperature: 150°C
Code 1991315

User benefits

Flushing assembly
fully removable for maintenance
Prevents splashing

Sterilizable in place, the samples are perfectly secured




PEC - Pneumatic plug sampling valve

Technical features

e Stainless steel 1.4404 (316L)
¢ Interchangeable PTFE plug
e Max. temperature: 100°C

User benefits

e Flushing assembly
e Cleanable in place
e Fully removable
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